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Special Note:  When installing the "C" Strut on the top section of the door, first install the top corner brackets 
and then the "C" strut as close as possible to the top corner brackets.

INSTALLATION DIAGRAM

FOR "C" STRUTS

SELF DRILLING TEK SCREWS

LARGE ROUND HOLES
ON THIS EDGE OF STRUT

SMALL SLOTTED HOLES
ON THIS EDGE OF STRUT

AT EACH "X"

TOP OF SECTION

INSTALL "C" STRUT WITH OPEN SIDE DOWN

ONE PER STILE

"C" STRUT

"C" STRUT STRAPS -

BOTTOM OF SECTION

CARRIAGE BOLTS

PILLOW BLOCK BEARINGS HAVE BEEN SUPPLIED FOR

THE INSTALLATION OF THE PILLOW BLOCK BEARING.

DUE TO THE LARGE SIZE OF THE OVERHEAD DOOR YOU HAVE PURCHASED

ADDED STRENGTH AND SUPPORT.  THE ABOVE DIAGRAM ILLUSTRATES

AND PILLOW BLOCK BRG.)
(MUST GO BETWEEN DRUM

PILLOW BLOCK BEARING
BEARING PLATE

FLANGE NUTS

PLASTIC SPACER

BEARING INSTALLATION
SUPPLEMENTAL INSTRUCTIONS FOR PILLOW BLOCK

TORSION SHAFT
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